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Abstract: Electrically biased metal nanostructures are at 
the core of innovative multifunctional integrated devices 
that control the flow of electrons and photons at the 
nanoscale. They are based on plasmonic structures that 
create strongly confined fields, typically associated with 
large temperature gradients. These thermal effects may 
generate artifact responses detrimental to the desired 
operation. We show here how a biasing polarity and a 
local optical excitation asymmetry of a generic geometry 
– a nanoscale constriction – interplay thermally to mod-
ify the diffusive electron transport in out-of-equilibrium 
conditions. Our experimental results are accompanied 
with computational electromagnetism and multiphysics 
simulations.
Keywords: Plasmonics; nanostructure; Seebeck effect; 
thermoelectricity; electron transport.
1   Introduction
The transduction of electrons and photons at the 
nanoscale is a key functionality to develop the next 
generation of integrated energy-friendly optoelectronic 
devices operating at high speeds. Thus, there has been 
an increase in the portfolio of functional metal-based 
devices enabling advanced operations while maintaining 
strong light confinement. For instance, coplanar electri-
cally contacted atomic-scale gaps allow a variety of func-
tions embedded with the same architecture: they can be 
operated as optical antennas emitting radiation upon the 
injection of charge carriers [1–4], as photodetectors pro-
ducing direct current (d.c.) by optical rectification [5–7], 
or integrated as controlled plasmonic switches [8]. A 
combination of these functionalities in a single platform 
has been recently reported for the on-chip excitation and 
detection of surface plasmon polaritons [9] or for trans-
ducing optical power transferred wirelessly at the micro-
scale [10]. Moreover, light-harvesting plasmonic systems 
based on the collection of hot carriers also benefit from 
these new optoelectronic components [11–13].
In these few examples, heat generation and thermal 
gradients due to light absorption may jeopardize the 
optimum performance of the device or hide the physical 
origin responsible for the flow of charge. An increase of 
temperature leads to thermal expansion, which is par-
ticularly adverse for atomic-sized gaps [14]. The light-
induced heat gradients within the device inevitably lead 
to thermovoltages and thermocurrents [15–17] with time 
responses orders of magnitude slower than those associ-
ated with current produced by, for example, optical recti-
fication. These asymmetries of the temperature profile are 
generally neglected in describing the operation of devices 
collecting hot electrons. However, a precise manipulation 
of the temperature and the flow of heat is possible with 
optimized structures [18, 19]. For instance, the generation 
of currents due to laser-induced thermoelectrical effects 
may function as driven switches [20]. To understand cur-
rent-carrying devices, we must distinguish contributions 
stemming from optically induced processes from those 
having a thermal origin [21].
In this contribution, we report a case study where 
electronic transport in the nanostructure obeys the laws 
of thermoelectricity and its associated effects, especially 
the Seebeck mechanism. We perturb an electrically 
biased nanoscale bowtie-like constriction with a local 
laser  excitation. A nanoscale constriction is interest-
ing because, when flanked by triangular reservoirs, the 
*Corresponding author: Alexandre Bouhelier, Laboratoire 
Interdisciplinaire Carnot de Bourgogne, CNRS-UMR 6303, Université 
Bourgogne Franche-Comté, 21078 Dijon, France,  
e-mail: alexandre.bouhelier@u-bourgogne.fr
Marie-Maxime Mennemanteuil, Gérard Colas-des-Francs, Mickaël 
Buret and Arindam Dasgupta: Laboratoire Interdisciplinaire Carnot 
de Bourgogne, CNRS-UMR 6303, Université Bourgogne Franche-
Comté, 21078 Dijon, France
Alexander Cuadrado and Javier Alda: Applied Optics Complutense 
Group, University Complutense of Madrid, 28037 Madrid, Spain
 Open Access. © 2018 Alexandre Bouhelier et al., published by De Gruyter.  This work is licensed under the Creative Commons Attribution- 
NonCommercial-NoDerivatives 4.0 License. Brought to you by | Universidad Complutense Madrid
Authenticated
Download Date | 12/20/18 8:16 PM
1918      M.-M. Mennemanteuil et al.: Laser-induced thermoelectric effects in electrically biased nanoscale constrictions
structure concentrates incoming electromagnetic field 
and maximizes the temperature gradient and the expected 
thermoelectrical conversion [22]. Furthermore, when elec-
trons pass through a biased constriction, they may trans-
fer their energy to an electromagnetic field very efficiently 
[23]. Finally, nanoscale constrictions are also the starting 
geometry for realizing atomic-scale feedgaps in emissive 
optical antennas and rectennas [1, 4, 6, 7].
In the following, upon locally exciting the bowtie 
with a focused laser beam, we measure a zero-bias ther-
mocurrent circulating in the constriction. We register both 
the amplitude and direction of these currents. They both 
depend on the precise nanometric positioning of the laser 
spot, confirming the results reported in a recent contribu-
tion [17]. We further investigate how light-induced thermal 
transport is affected when the constriction is biased, that 
is, when a current flow and a heat flow exist simultane-
ously in the device. Our experimental data are accurately 
reproduced through a three-dimensional finite element 
analysis.
2   Fabrication and measurement 
protocols
The constriction and the electrical connections are pro-
duced through a double-step lithography. First, we 
realize the constriction and the proximity electrodes by 
electron-beam lithography (Pioneer, Raith GmbH) on an 
electron-sensitive resist spin coated on a glass coverslip 
(Agar, No. 1). After development, we evaporate a 2-nm-
thick adhesion layer of Cr and a 50-nm-thick Au film. This 
step is finalized by a lift-off procedure. In the second step, 
an optical lithography (MJB4, Süss Microtech., GmbH) 
creates the macroscopic electrodes connecting the con-
strictions to the external instrumentation. The electrodes 
are also produced by evaporation of Cr and Au layers. 
Figure 1A shows a scanning electron microscopy (SEM) 
image of one of our constrictions. The width of the con-
striction is 100 nm, which is formed at the contact point 
between the two proximity triangular electrodes. The 
transport regime in this size range remains diffusive.
Figure 1B depicts the schematic of the experimental 
setup with the laser excitation, electrical connections, 
and signal read-out. We excite the device with a laser 
emitting at 785 nm tightly focused from the backside of the 
glass substrate by a high numerical aperture oil immer-
sion objective (N.A. = 1.49; ×100) of an inverted optical 
microscope (Eclipse Ti-E, Nikon). A half-wave plate con-
trols the polarization of the incident beam, and the laser is 
mechanically chopped at a frequency fchop = 831 Hz to avoid 
harmonics of the ac power line and to integrate enough 
measurement cycles during the dwell time per pixel when 
raster scanning the sample through the focus. The results 
shown below do not depend on the range of frequencies 
accessible by the laser chopper. The sample sits on a two-
dimensional linearized piezoelectric stage (Nano LP100, 
Figure 1: Gold constriction and experimental setup. 
(A) Colored SEM image of a typical nanoscale Au constriction fabricated on a glass substrate. The narrowest width is 100 nm and the yellow 
hue corresponds to the Au material. (B) Schematic representation of the setup used for optical excitation and electrical addressing. The 
total voltage applied to the constriction is the addition of a static bias Vb and a 20 mV sinusoidal voltage Vac oscillating at the frequency 
f = 12.6 kHz. The laser is periodically chopped at fchop = 831 Hz. A lock-in detection extracts the different frequency contributions to the total 
current measured by a current-to-voltage converter (I/V).
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Mad City Labs) controlling the in-plane (x, y) position of 
the sample within the focal plane. The electrical bias Vb 
is provided by a stabilized voltage source (SPM100, RHK 
Technology). When needed, a small alternative voltage 
Vac = 20  mV is added to Vb such that the total voltage is 
Vb + Vaccos(ωt), where ω = 2πf is the angular frequency of 
the alternating voltage with f = 12.6 kHz. We measure the 
total current flowing through the system Ib with a current-
to-voltage amplifier (I/V) placed at the ground electrode 
and with an adjustable gain (DLPCA, Femto GmbH). Using 
a first lock-in detection (UHLI, Zurich Instruments) synced 
at fchop, we extract the laser-induced contribution from the 
total current. With the help of a second lock-in detection 
referenced at f, we monitor the resistance R of the constric-
tion [6]. The measurement synced to the modulation fre-
quency of the bias voltage averages the results of the “on” 
and “off” states of the laser irradiance. The I/V converter 
and lock-in outputs are fed into a scanning probe elec-
tronics (SPM 100, RHK Technology) to reconstruct pixel-
by-pixel images of the different signals as a function of the 
(x, y) position of the laser spot with respect to the sample.
3   Modeling and simulation 
framework
For the sake of simplicity and clarity, the physical model 
used in this contribution remains classical and we have 
not taken into account any quantum effect. The minimum 
sizes (50 × 100  nm2 at the neck of the constriction) are 
large enough to behave classically in both the electromag-
netic and thermal domains. The laser beam is considered 
monochromatic, polarized along the direction of the axis 
of symmetry of the structure. It is focused on the plane of 
the device and has a lateral Gaussian shape. Although the 
experimental irradiance distribution slightly departs from 
the Gaussian profile, we checked that a top-hat distribu-
tion having the same size than the Gaussian one, provides 
very similar results when moving the calculations to the 
thermal domain to evaluate the thermocurrents. Under 
these conditions, we numerically compute the absorbed 
power in the device under test. As reported recently by 
Zolotavin et  al. [17], the absorption of the laser by the 
metal structure acts as a local source of heat, creating an 
inhomogeneous temperature distribution in the system. 
The deposited power is modeled as a cylindrical heat 
source Q, appearing in the heat transfer equation:
 
m p ( )




= ∇⋅ ∇ +∂  (1)
where ρm is the mass density, Cp is the heat capacity at 
constant pressure, k is the thermal conductivity, and T is 
the temperature. Heat transfer works quite efficiently at 
the nanoscale and allows for a stationary treatment [18]. 
We therefore neglect the time-varying term on the left 
side of Eq. (1). The flow of power generates a temperature 
map that is numerically calculated in the stationary state 
through a finite element approach using the commercial 
software COMSOL. We denote the position of the laser 
spot as (x, y), whereas the local coordinates on the sample 
is referred as (u, v) for any location of the laser spot. After 
solving the heat transfer equation, we obtain a detailed 
map of the temperature distribution Tlocal(u, v) for a given 
position of the laser (x, y).
Once the temperature map is obtained, we include 
the thermoelectric effects. Each position (x, y) of the 
laser spot generates a different temperature distribution 
Tlocal(u, v), producing a thermocurrent density Jth(u, v), 
locally distributed as
 th local
( , ) ( , ),J u v S T u vσ= − ∇  (2)
where σ and S are the electric conductivity and Seebeck 
coefficient of the metal respectively, and Tlocal(u, v) is the 
local temperature distribution in the geometry for the 
given location (x, y) of the laser. After adding up the indi-
vidual contributions of each point of the structure Jth(u, v), 
the thermoelectric intensity is calculated by integrating 
over the section of the device.
When biasing is present, all those charge carriers set 
in motion by the laser-induced thermocurrent are now 
drifted by the bias. This additional term in the thermocur-








where kB is the Boltzmann constant and e is the electron 
charge. Imax denotes the maximum value reached by the 
current. It accounts for all the charge carriers set in motion 





 represents the average ratio between the 
biasing energy given to the electrons and the thermal 
energy of the carriers at a temperature TG, that is related to 
the temperature of the metallic structure.
4   Thermocurrent at Vb = 0 V
We consider a nonbiased constriction irradiated by a 
focused laser with an intensity of about 500 kW cm−2. The 
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sample is raster scanned laterally under the focused laser 
spot, and the output of the I/V converter is recorded for 
each position. The linear polarization of the laser is ori-
ented along the main axis of the constriction.
The rise in temperature is driven by the absorption 
cross-section of the geometry and by heat dissipation 
mechanisms. The thermal load is mitigated because the 
metal is in direct contact with the substrate, where heat 
is exchanged efficiently [5, 24]. From previous reports 
obtained with the help of bolometric measurements, the 
temperature was shown to typically increase by a few 
degrees [16, 24, 25]. In our case, the temperature varia-
tion is also inferred by a combination of computational 
analysis of the problem and bolometric measurements. 
We obtain a detailed map of the temperature distribution 
Tlocal(u, v) along with the value of the maximum tempera-
ture Tmax and the averaged one TA(x, y) from a three-dimen-
sional finite analysis of the experimental geometry. 
Figure  2A shows the calculated local temperature distri-
butions as ΔTlocal(u, v) = Tlocal(u, v) – T0 computed for three 
different laser positions (green circles) along the axis of 
the constriction and for two values of the bias voltage, 
Vb = 0  mV and Vb = +24  mV (this non-zero biasing result 
will be discussed later). T0 = 293.15 K is the room tempera-
ture and it is also used in the thermal domain calculation 
as a contour condition. The laser spot has a diameter of 
350 nm, a value comparable to the experimental diffrac-
tion-limited focus. The profiles on the left of Figure 2A are 
Figure 2: Computed and measured temperature maps.
(A) Temperature profiles and maps, ΔTlocal(u, v), calculated for three positions of the laser spot (green circles). The profiles show the 
temperature distributions along the axis of the constriction. The thin red line in the profiles corresponds to Vb = 0 mV, and the thick blue line 
correspond to Vb = 24 mV. The dotted lines represent the average of these profiles, ΔTA, which are related to the global temperature ΔTG. (B) 
Reconstructed confocal map of the variation of the constriction resistance ΔR(x, y) when the constriction is scanned pixel by pixel under the 
laser spot. The color bar on the right of the map represents the global temperature change, ΔTG(x, y), where the spatial dependence is linked 
to the location of the laser spot. Resistance variation and temperature are proportional to each other and can be represented with the same 
color map. This linear relation is given by the calibration curve at the right plot of (B). The linear fitting follows the relation ΔR = 0.03ΔTG. 
(C) Profile of ΔR(x, y) along the y axis with an average of five pixels around the symmetry axis. The black thick line is the mean of these 
values and the gray thin ones around it are one standard deviation apart. The red circles represent the simulated results, and the error bars 
account for a 10% variation of the geometrical parameters of the structure and the incidence laser irradiance.
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obtained along the vertical axis of the constriction for two 
values of Vb in red and blue. The constant dotted line rep-
resents the average of temperature along this profile for 
the given locations of the laser spot and bias voltages. As 
expected, the maximum local and average temperatures 
are obtained when the laser overlaps and fills the metal 
constriction near the neck of the structure. When moving 
from this position, the temperature (both maximum and 
averaged) decreases. If the laser overfills the metal, the 
deposited energy essentially dissipates via an exchange 
with the substrate. However, if the beam underfills the 
metal, the greater thermal conductivity of the metal dis-
tributes the thermal load over a larger area and tempera-
ture decreases.
Figure 2B shows an experimental confocal map 
of the relative variation of the constriction resistance 
ΔR(x, y) = Ron(x, y) – Roff when scanning the sample 
through the focus. We measure resistances Ron(x, y) and 
Roff via lock-in detection of the current with an alternat-
ing bias Vaccos(ωt) applied to the sample and when the 
laser is periodically chopped “on” and “off”. The temper-
ature rise of the metal provoked by light absorption leads 
to an increase of ΔR(x, y). The resistance of the constric-
tion deduced from a four-probe analysis removing the 
contribution of the electrical contacts is Rconstr = 14 Ω. We 
also show in Figure 2B the calibration curve relating the 
variation of the resistance with the global temperature 
of the sample. To obtain this relation, the temperature 
was varied by placing the entire sample on a controlla-
ble Peltier plate. For this constriction, an elevation of 1 K 
changes the resistance by ΔR = 0.03 Ω. This calibration 
provides an estimate of the average global temperature 
variation ΔTG of the structure (see the color bar of the 
map in Figure 2B).
To compare the results given by our thermal simula-
tions (Figure 2A) to the measured changes in resistance 
(Figure 2B), we have plotted in Figure 2C the experimental 
profile of ΔR obtained along the axis of the constriction. 
This is represented by a thick black solid line taken as the 
average of five columns around this axis. The thin gray 
lines represent the limits given by one standard deviation 
of the same five columns around the axis. The values of 
ΔTG presented on the right axis of this figure are obtained 
after applying the calibration factor shown in Figure 2B. 
We transform the simulated temperature distributions to 
resistance variations for each location of the spot through 





R T v dv
w v h
ρ
∆ α ∆= ∫  (4)
where the integral is evaluated along the trajectory L over 
the v axis. The integration describes the in-series combi-
nation of the resistance at each location of the structure 
along the v axis. ΔTlocal(v) is the profile in local tempera-
ture along the v axis obtained from ΔTlocal(u, v) maps. The 
resistance for a portion dv is dR = ρdv([w(v)h], where ρ 
and h are the electric resistivity and the thickness of the 
metal, respectively, and w(v) is the width of the struc-
ture following the constriction geometry. This width is 
w(v) = w0 + 2vtan(φ/2), where w0 is the neck width and φ 
is the total flare angle of the structure. This evaluation has 
been repeated allowing a 10% variation of the geometrical 
parameters of the constriction (thickness h, neck width w0, 
and flare angle φ) and the delivered power to the sample. 
The motivation behind exploring this range of variations 
is essentially to evaluate the sensibility of ΔR (and ΔT) 
when some of the geometrical parameters are changed. 
Although electron beam lithography is a precise manufac-
turing tool, a conservative approach is to consider 25 nm 
as a reasonable uncertainty value for the lateral dimen-
sions of the devices. The error bars in Figure 2C represent 
this variation. The central red circles correspond to the 
calculation when the nominal designed values are consid-
ered. These values are ω0 = 100 nm, h = 50 nm, and φ = 15°. 
In these calculations, the resistivity of gold is adjusted to 
fit the measured value of the resistance of the constriction 
(14 Ω) with the total resistance of the modeled geometry 
using nominal values. The resistivity value is about 1.5 
times larger than the bulk resistivity of gold ρAu = 2.4 × 10−8 
Ωm. This value is in accordance with previous reported 
results extracted from thin films [26, 27]. 
Summarizing these findings, we may see that the plots 
and maps in Figure 2 combine three variations in tempera-
ture. ΔTlocal is represented in Figure 2A as maps and longi-
tudinal profiles. ΔTA is evaluated from these profiles. Both 
ΔTlocal and ΔTA are obtained numerically. ΔTG appears first 
in Figure 2B after converting ΔR measurements in tem-
perature variations. The map of ΔR in Figure 2B is used 
in Figure 2C to compare it to the calculated resistance 
variation obtained through a bolometric model using the 
profile of ΔTlocal along the axis of the structure. Equation 
(4), which considers the temperature and geometry pro-
files, enhances the contribution of the middle of the struc-
ture. This approach provides a value of ΔR larger than the 
one obtainable when considering a constant value for the 
temperature along the structure (as, for example, ΔTA). 
Although ΔTA and ΔTG are closely related, we label them 
differently to preserve their origin (TA is obtained after aver-
aging the computed temperature maps and TG is obtained 
after transforming resistance measurements into tempera-
ture variations) and to account for their differences.
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In Figure 2C, we can see that resistance decreases 
quite abruptly when the laser irradiance illuminates areas 
farther from the constriction’s neck. This is in contrast with 
the smoother variation observed for the averaged tempera-
ture ΔTA (Figure 2A, dashed lines). The explanation for this 
sharper variation is given by the relation between the size 
of the laser spot and the local width of the constriction 
along the v axis. When the laser spot underfills the width of 
the constriction, the distribution in temperature generates 
a lateral variation (along the u axis) that strongly decreases 
the change in resistance of the structure. We model it as 
a collection of resistances in parallel, which follows the 
given temperature distribution. Hence, the value of R(v)dv 
now includes the dependence along the u axis.
In metals, heat flows from hot to cold regions and is 
transported by electrons. The relation between the tem-
perature gradient and the charge-carrier flow is given 
through the Seebeck coefficient. In the closed-circuit con-
figuration considered here, a thermocurrent is generated 
to balance the thermal diffusion of electrons. Figure 3A 
shows a confocal map of the current directly detected by 
the I/V converter with no external bias. Each point rep-
resents the total current flowing through the constriction 
when the laser spot is focused at a given location. The 
numerically calculated values have been obtained by 
COMSOL through Eq. (2) using the value of the Seebeck 
coefficient SAu = 1.94 μV K−1 [28].
Locally, the amplitude of the contribution to the ther-
mocurent is proportional to the temperature gradient in 
the geometry, and its sign is given by the direction of the 
temperature gradient relative to the location of the I/V con-
verter in the circuitry. Hence, the overall current polarity 
of Ith depends whether the laser energy is absorbed by the 
upper or lower electrode. The sign of the detected current 
is represented by the color contrast in the map of Figure 3. 
In the present circuit configuration, the I/V converter is 
placed after the upper electrode. Thus, when the lower 
electrode is heated by the laser, the thermocurrent flows 
toward the upper lead and a positive current is measured. 
The situation is reversed when the laser is incident on the 
upper electrode. The thermal gradient flips and a negative 
current is detected. When the laser beam is centered on 
the constriction, heating is symmetric on either side and 
the net thermocurrent is null. We neglected any contri-
bution to the current resulting from optical rectification 
because the electrical characteristic of the device is linear. 
Furthermore, the size of the constriction being relatively 
large, we did not observe any laser-induced modifications 
of the its shape during the measurement.
With numerical simulations, we generate a map of the 
thermocurrent Ith(x, y) by considering the individual tem-
perature maps, Tlocal(u, v), and computing the contributions 
of each point on the structure to the total current for every 
location of the laser spot. The result is the simulated map 
displayed in Figure 3A, which qualitatively and quantita-
tively reproduces the experimental image of the current.
As long as the local temperature of the irradiated 
region is linear with incident laser intensity, the ther-
mocurrent Ith is expected to follow the same trend. 
Figure 3B displays the magnitude of Ith when the laser is 
placed on either side of the constriction as a function of 
the incident laser intensity (data points). The position of 
the beam was adjusted to maximize the thermoresponse 
according to the Ith(x, y) map displayed in Figure 3A. 
The solid lines are linear fits to the data and confirm the 
thermal origin of the measured current.
5   Thermocurrent at Vb ≠ 0 V
Applying a d.c. voltage to the constriction changes the 
system considerably. The d.c. Ib circulating through the 
Figure 3: Thermocurrents at no bias. 
(A) Thermocurrent maps at zero bias, Ith(x, y), obtained after scanning the structure under the laser focus (measured), and from simulation 
in the thermal and electromagnetic domains (simulated). (B) Dependence of the magnitude of the thermocurrent with incident laser power 
(data points) when the focal spot is located on either the upper electrode or lower electrode. The lines are linear fits to the data.
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constriction increases its global temperature via Joule dis-
sipation. This is pictured by the simulated temperature 
maps presented in Figure 2A for Vb = +24 mV and for three 
laser positions. The thermal simulation predicts that the 
local temperature increases by 9 K at the location of the 
neck. This value is comparable to ΔTlocal given by the laser 
alone when Vb = 0 mV. The overall change in temperature, 
when parameterized by the averaged value along the 
profile, is also increased by about 4.3  K with almost no 
dependence on the location of the laser spot.
As Joule dissipation and the corresponding tempera-
ture distribution are symmetric with respect to the geome-
try of the system [29], there is no net thermoelectric current 
generated by the applied bias. However, in the presence of 
the laser, symmetry breaks for excitation points located 
on either side of the constriction. To identify the resulting 
laser-induced Ith from the total current, we take advantage 
of the lock-in detection by extracting the component of the 
current synced at the chopper frequency fchop modulating 
the laser. Figure 4 shows the maps of the demodulated 
thermocurrent Ith(x, y) for different biases together with 
the simulated thermocurrents obtained with the same 
biasing conditions.
Let us first consider the case where Vb = 0 mV in the 
first row of Figure 4. This map should be compared to the 
map acquired by monitoring directly the output of the 
I/V converter displayed in Figure 3A. In our experimen-
tal setup, the sign inversion when the laser heats either 
side of the constriction is extracted from the phase output 
ψ(x, y) of the lock-in amplifier and is encoded in the color 
contrast of the image. The phase of the thermocurrent 
undergoes the expected 180° shift as the laser excites the 
upper or lower electrode leading to a change of the color 
contrast. The inversion point, located at the constric-
tion, is precisely the center of symmetry of the system. In 
Figure 4, this phase provides the sign to the value of the 
modulus obtained from the lock-in amplifier.
Biasing the device while scanning the laser excita-
tion changes significantly its thermoelectrical response. 
A voltage-induced electronic current is now circulating 
simultaneously to the laser-induced thermal current. This 
particular situation may be encountered in functional 
devices such as biased optical rectennas and hot-electron-
harvesting Schottky barriers. Previous reports predicted 
that a circulating electronic current may counterbal-
ance the effect of a thermally induced charge flow [30]. 
The symmetry of Ith(x, y) with respect to the constriction 
breaks when a small Vb is applied. Figure 4 illustrates the 
effect of a positive and negative bias on Ith(x, y). Let us con-
sider Vb > 0 when the potential is applied to the lower elec-
trode, and the upper electrode is left at ground. The d.c. Ib 
circulates from the source electrode to the drain electrode 
as pictured by the green arrow in the column correspond-
ing to Vb = +24  mV. The thermal current produced when 
the laser illuminates the source electrode decreases as 
the bias voltage increases. At Vb = +24 mV, the thermocur-
rent is completely suppressed if the laser illuminates the 
source portion of the constriction (upper electrode). The 
opposite effect happens if the drain electrode is heated 
by the laser. At Vb = +24  mV, Ith increases by twofold at 
Figure 4: Thermocurrents maps with applied bias.
Measured thermocurrents are shown in the first row as a function of the bias voltage (see value on the top of the maps), between 
Vb = –24 mV and Vb = +24 mV, plus an additional measurement at Vb = +40 mV. The second row shows the thermocurrents numerically 
calculated for the same values of the bias voltage. The potential is applied to the lower electrode and the upper one is connected to the 
circuit ground. The green arrows at Vb = ±9 mV indicate the direction of the electronic current Ib flowing in the device upon biasing.
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the drain electrode. Let us refer to the threshold voltage 
canceling the thermocurrent in the source electrode as 
VT. We reproduce this behavior for negative biases when 
source and drain electrodes are swapped. At Vb = −24 mV, 
Ith has indeed increased by a factor 2 at the upper elec-
trode, whereas no signal is detected when the laser is 
focused on the lower electrode.
We have seen above how thermal currents can be gen-
erated and accounted for when a temperature gradient is 
established along the structure at zero bias. Past research 
demonstrated that, in the absence of an external laser 
illumination, Joule dissipation generates a symmetric 
temperature distribution [29]. Hence, the biasing current 
does not produce a net thermoelectric current. Now, if 
the laser is turned on and scanned over the sample, the 
heat flow distribution generated by the bias voltage is 
combined to the heat flow produced by the laser itself. 
The rate and direction of the flow of heat is governed 
by Joule dissipation and by the presence of current and 
the existence of a temperature gradient along the struc-
ture under test. A simple calculation provides a value of 
about 1.7 mA of d.c. when 24 mV are applied over a 14 Ω 
element. Even if the overall resistance of the circuit is 
taken into account (~150 Ω), the circulating d.c. remains 
several orders of magnitude larger than the experimen-
tal and computationally evaluated thermocurrent Ith. The 
lock-in detection, synced with the laser illumination, 
filters out the d.c. effect of the biasing. The observation 
of a voltage-dependent thermocurrent when the laser 
excitation is asymmetric with respect to the constriction 
suggests the presence of an effect driven by thermoelec-
tricity. This thermoelectric contribution is modeled as an 
additional term [see Eq. (3)] that modifies how the avail-
able charge carriers contribute to the total thermocurrent 
under biasing.
Joule heating is generally the dominant contribu-
tion in metals. However, the lock-in detection enables 
us to investigate the evolution of heat imposed by the 
local laser excitation generating a temperature gradi-
ent and an associated thermocurrent. Let us consider, 
for instance, the case of Vb = +9  mV in Figure 4. For an 
excitation of the source electrode, the thermocurrent has 
decreased from ~130 nA at zero bias to ~60 nA. In this 
case, the thermal gradient in the constriction is oppo-
site to the electrical d.c. Ib. Carriers transport thermal 
energy to the drain electrode and the source electrode 
cools down. When the laser scans the lower electrode at 
Vb = +9  mV, the temperature gradient and the d.c. bear 
the same sign and heat is produced. Another interesting 
case happens when Vb = +VT = +24 mV in Figure 4. Here, 
the thermocurrent produced by the laser on the source 
electrode is completely suppressed by the d.c. voltage. 
This thermocurrent doubles its no bias value when the 
laser overlaps the drain electrode. The situation is exactly 
reversed when Vb = −VT as illustrated in Figure 4.
Previously, we showed that measuring the constric-
tion resistance provides an indirect estimation of the tem-
perature rise (Figure 3). Hence, thermoelectrical cooling 
and heating should manifest themselves as an asymmet-
ric distribution of ΔR(x, y) with respect to the constric-
tion. Figure 5 maps ΔR(x, y) when Vb = VT = +24  mV. The 
distribution clearly indicates a different constriction 
resistance whether the laser illuminates either of the elec-
trodes. The decrease (increase) of ΔR(x, y) at the upper 
(lower) portion of the device is consistent with the ther-
mocurrent map in Figure 4 for this bias voltage. However, 
because at Vb = VT the current vanishes on the upper elec-
trode, we should expect no variation of ΔR(x, y) when the 
laser excites the upper electrode. It is clearly not the case, 
and this discrepancy arises from the measurement proto-
col of ΔR, which requires the application of an additional 
Vac bias summed up to the d.c. voltage Vb. In contrast, the 
alternating current produced by Vac cannot contribute to a 
net thermoelectric effect; it certainly contributes to Joule 
dissipation because the amplitude of Vac is roughly the 
same as VT.
The last column in Figure 4 is the thermoelectric 
current when Vb = +40 mV, a bias larger than VT. Joule dis-
sipation in this case is close to the one produced when 
Vac is added to Vb = VT, which is the situation discussed 
previously. When the laser is absorbed by the lower elec-
trode (drain), the thermocurrent is increased by a factor 
Figure 5: Map of the constriction resistance ΔR(x, y) when the 
structure is scanned through the focus for Vb = +24 mV.
ΔR(x, y) is lower when the laser illuminates the upper electrode than 
the bottom one.
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~1.5 compared to its value at VT. Concomitantly, the ther-
mocurrent is no longer canceled at the top electrode and a 
signal of 60 nA is measured. The color contrast stays con-
stant indicating that the thermocurrent does not change 
direction. We therefore conclude that thermocurrents 
generated when the laser is focused on the upper part of 
the structure are drifted toward the drain due to biasing. 
Another effect that may reinforces this behavior is at 
higher voltage; the increase in temperature due to Joule 
dissipation modifies the laser absorption cross-section as 
the dielectric permittivity of gold changes [31]. Therefore, 
more absorption means more carriers seeing a larger tem-
perature gradient and a resulting larger thermocurrent.
6   Dependencies of VT
In this section, we discuss the parameters influencing 
the threshold bias voltage VT for which the thermocurrent 
is suppressed in one lead and doubled in the other one. 
Incidentally, the value VT = 24  mV corresponds approxi-
mately to the thermal voltage Vth of an electron near room 
temperature (eVth = kBT, with e is the electron charge and 
kB as the Boltzmann constant). Both biasing the device 
and laser absorption are contributing to elevate the tem-
perature, but the increment remains modest (few Kelvin).
In the previous section, we correlated the contrast 
in Ith(x, y) maps at Vb = ±VT to the potential an electron 
needs to acquire to gain an energy equal to the thermal 
energy kBT. Now, in this section, we link this behavior 
to the analysis of the actual voltage drop along the con-
striction. Both interpretations are compatible because 
the explanation given previously works with global 
parameters (Vb, TG, Imax). In this section, we scrutinize the 
local behavior the system.
The bias voltage Vb is applied to the entire electrical 
circuit consisting of resistors in series, including contribu-
tions inherent to the cables, connectors, contacts, in-plane 
electrodes, and finally the constriction. The potential drop 
at the constriction is thus a fraction of the applied bias. 
The total resistance sets the current density circulating in 
the constriction. This current density contributes to the 
local temperature distribution that influences the genera-
tion of a temperature gradient, modifying the thermocur-
rent due to the laser absorption. Hence, VT depends on 
the intrinsic electrical characteristics of the constriction. 
Another important parameter that may affect the value 
of VT is the local temperature reached at the laser focus, 
which impacts the thermocurrent. This can be tested by 
varying the laser intensity as shown in Figure 3B.
To make our point clearer, we fabricated a series of 
constrictions with varying widths to change their resist-
ance. Rconstr are evaluated by a four-probe measurement 
to get rid off the resistance brought by the circuitry. The 
explored range is situated between 9 and 20 Ω. In Figure 6, 
we plot the effective voltage dropped at the constric-
tion effTV  as a function of the constriction resistance. 
eff
TV  
is determined from Ith maps in the following manner. We 
record the current Ib flowing through the system when the 
bias Vb = VT, that is, when Ith vanishes in one lead. Then, 
the effective voltage at the constriction effTV  is inferred from 
Ohm’s law with effT b constr .V I R= ×
For consistency with our experimental results, let us 
take the constriction already considered above. For a 14 Ω 
structure, the voltage drop required to nullify Ith is ~1.5 mV. 
We can make a rough estimate of the absolute temperature 
of the system when both the bias and the laser are applied. 
According to the simulation of Figure 2A, the overall tem-
perature of the upper electrode when the laser is at 3.5 μm 
above the constriction is at about 12 K above room temper-
ature (considered at 293 K). This particular point is located 
within the experimental area where we measure Ith ~ 0 at 
Vb = VT (see Figure 4). This temperature corresponds to 
an electron thermal potential of 26.2 mV, which is 1.1 mV 
above that of an electron at room temperature. Noting that 
the temperature is inhomogeneous in the electrode, this 
estimate remains close to effTV  = 1.5 mV inferred in Figure 6. 
The solid line in Figure 6 is a linear fit to the data, giving 
a slope 291 μA. This value is the critical d.c. required to 
fully compensate the laser-induced thermocurrent at the 
source electrode connecting the constriction. We can 
therefore conclude that for a fixed temperature gradient, 
the critical d.c. is constant.
Figure 6: Evolution of the effective threshold voltage canceling 
the thermocurrent in one lead as a function of the constriction 
resistance.
The line is a linear fit to the experimental data. The laser intensity 
remains fixed at 500 kW cm−2.
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7   Conclusions
The recent development of nanoscale light-harvesting 
metal devices provides an interesting venue for carrier 
generation and extraction. Our study shows that an 
optical laser excitation of a generic nanostructure, 
such as a nanoscale gold constriction, induces cur-
rents originating from thermoelectrical mechanisms 
within the device. We confirm a recent report showing 
that, even for a constriction made of the same material, 
thermocurrents are generated when heat is asymmetri-
cally deposited on the device. A computational model 
of the thermoelectric effect reproduces the experimental 
results, supporting both the absorption characteristics 
of the metal structure and the thermoelectrical origin of 
the measured currents.
We demonstrate that an external bias voltage applied 
to the constriction considerably modifies the laser-driven 
thermal response. The results show how the drifted 
charge carriers set in motion by the temperature gradient 
respond to the external bias by moving in average pref-
erentially towards the drain electrode of the constriction. 
We have found a value for the biasing voltage that cancels 
out the thermal current when the laser illuminates the 
source electrode. The observed experimental results have 
been modeled and simulated with good agreement.
The results described in this paper open the way for 
a better understanding of the thermoelectric signals gen-
erated on nanostructures illuminated under asymmet-
ric conditions. The response of the device shown in this 
paper explains how an external voltage may drive ther-
mocurrents vanishing or enhancing selectively the spatial 
responsivity of the device.
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